WHOLESALE U-CHANNEL
BLIND FACTORY.com INSTALLATION INSTRUCTIONS

—HOME OF CALIFORNIA SHUTTERS —

' < Mounting Button for side channel RS-025
/ Side Channel RS-5L*

Side Channel insert RS-SG3
i 'ﬁ(—/r for light blocking
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e EZ-Install Snap-on side channel for outside mount
— STEP # 1
% Use N“10 Flat head i
- se N° at head screw to secure mounting
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STEP # 2

% Snap-on side channel (RS-SL¥*) into the
installed buttons.
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| I ] STEP # |
Drill holes on side channel (RS-SL*) using step
drill (RS-026) at aprox. 12" apart.

E e STEP # 2

Secure side channel (RS-SL*) to wall using
| F_9 1/4 hex head screw .

INSIDE MOUNT




L-CHANNEL
INSTALLATION INSTRUCTIONS

INSTALLATION

, g STEP #1
E SN AN NN | Drill holes on L-Channel
-

using step drill at aprox.
12" apart.

STEP #2

Secure L-Channel to wall
using #8 wood screw flat
e head (recommended).

Used as "back fascia" for

ultimate light blocking APPLICATIONS

Cost-effective alternative
to side channels.
(inside mount only)

Used as "bottom closure"
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